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attachment 25: APPENDIX UNE Line Splitting

This Appendix to Attachment 25: DSL contains provisions concerning line splitting. 
1.0
Introduction
1.1
SBC MISSOURI will make available xDSL loops for purposes of line splitting, in accordance with the FCC’s Triennial Review Order. SBC MISSOURI shall support AT&T’s ability to engage in UNE Line Splitting activities as described herein. 

1.2 This Appendix is also subject to Attachment UNE and the other provisions of this Agreement. 
2.0
Definitions
2.1
Authorized Advanced Services Provider -- A CLEC, certified in Missouri, with whom AT&T has a relationship to provide xDSL-based services in a UNE Line Splitting arrangement (see Section 2.2 below) over a 2-wire xDSL UNE loop leased by AT&T from SBC MISSOURI.  
2.2 “Line Splitting” – for purposes of this Appendix, is generally defined as the process in which one CLEC provides narrow band voice service over the low frequency portion of a 2-wire xDSL loop and a second CLEC provides xDSL-based service over the high frequency portion of the same 2-wire xDSL UNE loop, where the 2-wire xDSL loop is leased by AT&T from SBC MISSOURI. AT&T may provide the voice switching using its own facilities over the low frequency or, if and as available under the Agreement, by using SBC MISSOURI UNE local circuit switching.  Nothing herein shall preclude AT&T from providing voice and data over a 2-wire xDSL loop purchased by AT&T from SBC MISSOURI.  

2.2.1
UNE Line Splitting involving 2-wire xDSL loop and Unbundled Local Circuit Switching with Unbundled Shared Transport leased by AT&T from SBC MISSOURI (“UNE Line Splitting”):  For purposes of this Appendix, UNE Line Splitting is generally defined as those instances where AT&T provides the voice portion of a Line Splitting arrangement (as described in Section 2.2 above) using an unbundled local circuit switching port with unbundled shared transport leased by AT&T from SBC MISSOURI, if and as available under this Agreement.  In such cases, AT&T leases an unbundled local circuit switching port with unbundled shared transport and the entire UNE 2-wire xDSL loop from SBC MISSOURI, and SBC MISSOURI will perform operational activities necessary to provide access to these UNEs in a manner that enables AT&T (in conjunction with an authorized Advanced Services Provider) to engage in UNE Line Splitting over the 2-wire x DSL UNE loop.   
2.3
For the purpose of this Appendix the term “xDSL” is as defined in Attachment 25: DSL. 
2.4
The PSD masks are defined in Attachment 25: DSL. 

2.5
For the purposes of this Appendix the term “a splitter” is defined as “a passive device within the SBC MISSOURI central office used to separate the voice and data on a standard copper xDSL capable loop” for purposes of line splitting.  Nothing in this Appendix and/or Agreement shall obligate SBC MISSOURI to make available and/or provide a splitter.  

2.6
For the purpose of this Appendix the term “2-Wire xDSL capable Loop” is as defined in Attachment 25: DSL. 

2.7 For the purpose of this Appendix the term “ULS-ST Port” is as defined in Attachment 6: UNE.
3.0
General Requirements
3.1
SBC MISSOURI agrees to provide AT&T with access to UNEs (including the 2-wire xDSL loop offering and the unbundled local circuit switching port with unbundled shared transport, if and as available under this Agreement), pursuant to Attachment 25: DSL, and Attachment 6: UNE and other applicable terms and conditions under this Agreement in accordance with the FCC’s Triennial Review Order, in a manner that allows AT&T to engage in UNE Line Splitting as described in Section 2.2 above.   
3.1.1 Intentionally left blank.

3.1.2 Where the existing loop facility allows, AT&T shall have the ability to convert existing AT&T UNE-P voice customers (if and where UNE-P is available under this Agreement) to (1) an arrangement supporting a UNE Line Splitting arrangement or (2) a 2-wire xDSL loop with Local Number Portability. 
3.1.3 At AT&T’s option, in lieu of a conversion, AT&T shall have the ability to order a new xDSL loop for purposes of UNE Line Splitting.

3.2 Only 2-wire xDSL loops (as described in Attachment 25: DSL) are eligible for UNE Line Splitting.  In addition, if AT&T is providing voice service over the loop through the use of SBC MISSOURI’s unbundled local circuit switching and unbundled shared transport elements (if and as available under this Agreement), the following conditions must also apply for the duration of the Line Splitting arrangement:  (i) the customer’s dial tone must originate from an SBC MISSOURI End Office Switch in the Wire Center where the arrangement is being requested;  (ii) the xDSL technology attached to the loop by AT&T must not result in any proven and significant degradation of retail local voice service provided over the same loop facility; and (iii) AT&T must not request the removal of load coils for any 2-wire xDSL loop used in a UNE Line Splitting arrangement.  

3.3
Whenever AT&T purchases a 2-wire xDSL loop, AT&T shall control the entire loop spectrum.   
3.4
SBC MISSOURI will make all necessary network modifications including providing non-discriminatory access to operational support systems necessary for preordering, ordering, provisioning, maintenance and repair, and billing for UNEs used in a Line Splitting arrangement. This support will be consistent with the support provided to SBC MISSOURI, and SBC MISSOURI’s affiliate in Missouri providing advanced services.
3.5 Intentionally left blank.

3.6 Intentionally left blank.

3.7 When AT&T engages in UNE Line Splitting, AT&T is combining SBC MISSOURI provided UNEs with an AT&T- or AASP-provided splitter to create its own platform (as differentiated from a combination of UNEs-only provided by SBC MISSOURI described as a UNE-P or UNE-Platform, if and as available, in this Agreement).  The unbundled network elements in a UNE Line Splitting arrangement continue to be treated and inventoried by SBC MISSOURI as stand-alone UNEs that are terminated to AT&T’s (or an Authorized Advanced Services Provider’s) collocation arrangement. When converting to a UNE Line Splitting arrangement from an existing UNE-P arrangement (if and as available under this Agreement), SBC MISSOURI will attempt to reuse loop facilities unless the existing loop is not xDSL-capable.  When converting to a UNE-Line Splitting arrangement from an existing line sharing arrangement (as described in Appendix Line Sharing), SBC MISSOURI will reuse the existing loop facility.  
3.8 
SBC MISSOURI will provide OSS support as described in Attachment 27, for UNEs used in a Line Splitting arrangement. 

3.9
To determine whether a loop facility is xDSL capable, AT&T may utilize the loop make-up information process described in Attachment 25.  

3.10
SBC MISSOURI offers procedures to allow AT&T (either solely or through an Authorized Advanced Services Provider) to order UNEs for a UNE Line Splitting arrangement.  AT&T is responsible for developing any necessary interfaces between itself and any Authorized Advanced Service Providers. 

3.11 Intentionally left blank.

3.12
The provisioning intervals for UNEs provided for purposes of line splitting are the standard provisioning intervals for the underlying UNE.  If a request involves multiple activities that must be completed on the same day, the due date interval for the activity with the longest due date interval will apply.  In no event shall the interval offered to AT&T, for UNEs provided for the purposes of UNE Line Splitting, or record changes, be longer than the interval offered to SBC MISSOURI’s retail operations, any  affiliate of SBC MISSOURI, or any SBC MISSOURI affiliate providing advanced services or any non-affiliated CLEC carrier. 
3.13
Intentionally left blank.   

3.14
When services in the high frequency spectrum of a Loop are deleted, upon AT&T’s request, SBC MISSOURI will return the customer to voice only service using a UNE-P configuration, and no adverse impact to the customer’s existing voice service shall occur, unless the order submitted to SBC MISSOURI specifies a change.  The provisioning procedure employed by SBC MISSOURI shall reuse the facilities (unless AT&T requests a new facility), and shall not result in the loss of the customer’s working telephone number, or require modifications to the 911 information, Line Information Data Base information, activated features on the switch, directory listings or directory assistance database listings, unless the service order indicates a change is necessary.  The Parties acknowledge that a brief service interruption for a POTS line may occur, but any such interruption shall not exceed that which occurs when SBC MISSOURI reconfigures one of its own POTS lines to from a Line Sharing configuration to voice only service for itself or another carrier.  The Parties agree to use existing state commission collaboratives and change management processes to address OSS modifications that are necessary to support line splitting. 
3.15
Upon AT&T’s request, SBC MISSOURI shall convert, an AT&T UNE Platform combination, if and as available in this Agreement, provided by SBC MISSOURI to UNEs that may be used in a UNE Line Splitting arrangement or a line sharing arrangement to UNEs that may be used in a UNE Line Splitting arrangement when AT&T or its Authorized Advanced Services Provider provides a splitter and DSLAM in its collocation space.  AT&T or its Authorized Advanced Services Provider shall make all cross-connections within its collocation space.  SBC MISSOURI shall be responsible for connecting the 2-wire xDSL loop to the CFA specified by AT&T (or by AT&T through an Authorized Advanced Services Provider).  SBC MISSOURI shall also connect the unbundled local circuit switching element to the CFA specified by AT&T (or by AT&T through an Authorized Advanced Services Provider). 

3.16
Two cross connects are required when AT&T engages in UNE Line Splitting utilizing unbundled local circuit switching port with shared transport (if and as available under this Agreement) (one cross connect for the unbundled local circuit switching port and one for the 2-wire xDSL loop).  This is the same number of cross connects as that required when a CLEC (including SBC MISSOURI’s advanced service affiliate) engages in line sharing using a CLEC-owned collocated splitter as described in Appendix Line Sharing.  
3.17
SBC MISSOURI will make available, and AT&T will follow, the standard trouble reporting practices for each individual UNE when such UNE is used in a UNE Line Splitting arrangement.  

3.18 SBC MISSOURI will be responsible for maintaining and repairing all unbundled network elements provided to AT&T for purposes of line splitting.  AT&T is responsible for assuring that any UNEs it chooses to utilize in a UNE Line Splitting arrangement are combined in a manner that allows the UNEs to operate in an integrated fashion, subject to the provisions in this Agreement.  Before SBC MISSOURI initiates any activity on a loop facility that may cause an extended disruption of AT&T’s end user’s voice and/or data service, SBC MISSOURI shall first make a good faith effort to notify AT&T of the possibility of a service disruption. SBC MISSOURI shall provide a two (2) hour period of time for AT&T to respond to prevent adverse impacts to the retail customer.   

3.19
Wholesale billing procedures and usage records (if applicable) for UNEs used in a UNE Line Splitting arrangement will be provided based upon the standard practices which apply to the specific UNEs provided.  
3.20
Performance Measures, if any, applicable to provisions of this Appendix, are contained in Attachment 17: Performance Measures of this Agreement.  
4.0
Authorized Advanced Services Partnering ArrangemenT
4.1
Authorized Advanced Service Providers (AASPs) - AT&T may utilize one or more CLECs as an Authorized Advanced Service Provider, as defined in Section 2.1 above, to add, change or delete UNE Line Splitting capabilities on an xDSL-capable UNE Loop employed or ordered by AT&T. The orders issued by AASPs must comply with Attachment 27: OSS Section 7.9.6.  
4.2
Liability and indemnification for unauthorized use of SBC’s OSS is addressed in Attachment 27: OSS.

5.0
Advanced Services Equipment DeploymenT
5.1
Where AT&T has purchased a 2-wire xDSL UNE loop, AT&T may provide its own splitter either directly or by utilizing an AT&T Authorized Advanced Services Provider.  Any splitter, regardless of the means of deployment, shall be compliant with all industry standards, including but not limited to, ANSI T1.413-1998 Annex E and NEBS safety standards.  
5.2
Cross connect options for xDSL loops are available under the terms of Attachment 25: DSL. 

5.3
If connections to a collocation arrangement must be established or modified, then AT&T (or AT&T through an Authorized Advanced Services Provider) will provide the connecting facility assignment (CFA) information appropriate to making such connections or modifications. 
6.0
Disputes
6.1 All disputes arising under this Appendix shall be resolved according to the Dispute Resolution process set forth in the General Terms and Conditions of this Agreement. 

7.0
PRE-ORDERING
7.1
SBC MISSOURI shall provide loop qualification information under the terms of AT&T’s Attachment 25, DSL.  
8.0
Ordering
8.1
The Parties agree to use existing state commission collaboratives and change management processes to address OSS modifications that are necessary to support line splitting.  Subject to the terms and conditions arising from the CLEC Line Splitting Collaborative meetings and the CMP pursuant to the foregoing, SBC MISSOURI offers ordering procedures that support UNE Line Splitting.  Such procedures shall be at parity with UNE Line Splitting procedures offered to SBC MISSOURI’s affiliates ordering UNEs to provide UNE Line Splitting.  AT&T, at its option, may identify one or more of its Authorized Advanced Service Providers to submit orders on AT&T’s behalf, for the purpose of adding, changing or removing capabilities to deliver service for 2-wire xDSL-capable loop purchased by AT&T.  SBC MISSOURI will provide appropriate documentation including the order format and business rules required to order the following scenarios outlined in Section 8 of this appendix, if and as available under this Agreement:  
8.1.1
Where SBC MISSOURI is line sharing with an AT&T Authorized Advanced Service Provider that is providing its own splitter (as described in the Line Sharing Appendix), conversion to UNEs supporting UNE Line Splitting while leaving the existing loop facilities in place. 
8.1.2
For all other line sharing arrangements where SBC MISSOURI is line sharing with a data CLEC, conversion to UNEs supporting UNE Line Splitting and termination of the UNEs to new AT&T designated CFA locations serving either an AT&T collocation arrangement or the collocation arrangement of an AT&T Authorized Advanced Service Provider. 
8.1.3
Intentionally left blank. 

8.1.4
AT&T may issue a single LSR to migrate an existing UNE-P, if and as available in this Agreement, to a line-splitting arrangement.  For purposes of this Appendix, single LSR means that AT&T will have the ability and SBC MISSOURI shall provide the requisite OSS capability and support to convert an existing UNE-P customer to the UNEs (xDSL capable loop and UNE switch port, if and as available in this Agreement) utilized in a line splitting arrangement using a single LSR.  Via this process, AT&T will not be required to submit more than one LSR (other than supplemental LSRs to clear errors or make changes to the initial LSR or to condition the facility as provided in SBC MISSOURI’s documented procedures) and will not be required to submit any number of “related” or sequentially staged LSRs to effect the conversion.  
8.1.5
Change the AT&T designated CFA for any UNE used in a Line Splitting arrangement.   

9.0
Provisioning
9.1
SBC MISSOURI provisioning activities associated with offering UNEs to AT&T to be used in a UNE Line Splitting arrangement shall not cause a greater degree of service degradation than SBC MISSOURI’s advanced services affiliate experiences when it engages in UNE Line Splitting.  SBC MISSOURI provisioning activities associated with converting an existing UNE-P (if and as available under this Agreement) to UNEs that may be used in a UNE Line Splitting arrangement shall not introduce a greater degree of service interruption or degradation than experienced when SBC MISSOURI initially provisions the HFPL (as described in the Line Sharing Appendix) on an SBC MISSOURI retail POTS service. 
9.2
For any procedure in Section 8 above not currently available, AT&T and SBC MISSOURI shall negotiate and implement mutually agreeable provisioning procedures in accordance with the CMP. 

10.0
Maintenance
10.1
SBC MISSOURI will provide maintenance and repair (including any applicable testing necessary for trouble isolation) for each of the UNEs in a line splitting arrangement in accordance with the provisions contained elsewhere in this agreement for that UNE.

11.0
Billing
11.1
Any chargeable activities initiated by AT&T (or by AT&T through an AT&T Authorized Advanced Services Provider), shall be billed by SBC MISSOURI to AT&T per the terms of this Agreement. 
12.0 RESERVATION OF RIGHTS

12.1
The Parties acknowledge and agree that the intervening law language set forth in Section 3.0 of the General Terms and Conditions of this Agreement shall apply to all the rates, terms and conditions set forth in this Appendix.  
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